
 

 
Rockwood Casualty Insurance Company (Rockwood) may provide safety management services to its insureds in order to reduce 
the risk of loss that may lead to insurance claims.  The information and advice we provide is not intended to include all possible 
safety measures and controls.  Rockwood does not warrant that losses and claims will be avoided or mitigated if our 
recommendations are followed.  The safety management services we provide do not relieve the insured of its own duties and 
obligations with regard to safety matters, nor does Rockwood guarantee to the insured or others that the insured’s property and/or 
operations are safe, healthful, or in compliance with applicable laws, regulations or standards.  The insured remains responsible 
for its own operations, safety practices and procedures and should consult with legal counsel and safety professionals, of its own 
choosing, as it deems appropriate. 
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FFIIXXEEDD  CCRRAANNEE  AANNDD  HHOOIISSTT  SSAAFFEETTYY  
 

 

 Operate equipment only if you have been 
properly trained on the use and inspection.  

 Inspect equipment and slings on daily basis.  
Make sure all controls, brakes and other devices 
are operating correctly.     

 Never operate equipment that is not operating 
properly.  

 Never use slings that show signs of damage 
or defects. 

 Never stand or walk under a load, whether it is 
moving or stationary. 

 Maintain a safe distance from loads.  
 Never carry a load over workers.  
 Always warn others of moving and 
approaching loads. 

 If a load appears to be slung improperly, lower 
it and make adjustments immediately. 

 Avoid walking with a load and guiding the 
load with your hands.  Maintain a safe distance 
and use a tag line to guide loads. 

 

 


