
 

 
Rockwood Casualty Insurance Company (Rockwood) may provide safety management services to its insureds in order to reduce 
the risk of loss that may lead to insurance claims.  The information and advice we provide is not intended to include all possible 
safety measures and controls.  Rockwood does not warrant that losses and claims will be avoided or mitigated if our 
recommendations are followed.  The safety management services we provide do not relieve the insured of its own duties and 
obligations with regard to safety matters, nor does Rockwood guarantee to the insured or others that the insured’s property and/or 
operations are safe, healthful, or in compliance with applicable laws, regulations or standards.  The insured remains responsible 
for its own operations, safety practices and procedures and should consult with legal counsel and safety professionals, of its own 
choosing, as it deems appropriate. 
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SSLLIICCEERR  CCLLEEAANNIINNGG  SSAAFFEETTYY  
 

Before Cleaning Blade: 
 

√√√√ Unplug the machine and set the 
blade adjustment to zero.  

 

√√√√ Read and follow manufacturer’s 
cleaning and maintenance 
instructions. 

 
When Cleaning Blade: 
 

√√√√ CAREFULLY wash both sides of the blade by wiping 
outward from the center of the blade.  

 
���� A spoon with a cloth wrapped around one end can 
be used to clean the blade, working from the 
center to the outside.   

 
���� Wear metal mesh or Kevlar gloves when cleaning 
the blade.   

 

√√√√ Before plugging back into the outlet, make sure the 
switch is in the “off” position. 

 


